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Chapter 10verview
1.1 Specification

CcMT-SVR Startup Guide

cMT-SVRInterface

Features

Two Gigabit Ethernet Ports
SupportsEmail

Compact Design and Dhsil Mountable
Built-in 256 MBFlash Memory

SDCard Slot for Extension of Storage
OneUSB HogPort

Fanless Cooling System
SupportsMPI 187.5K

Power Isolator Inside

5

Display Project Screen Size 1024x748 or 768x1004 (Portrait mode)

Memory Storage(MB) 256
RAM (MB) 256

Processor ARM Cortex A8 600Mhz

SD Card Slot SD/SDHC
USB Host USB2.0x1
USB Client N/A

/O Port Ethernet 10/100/1000M x 2
COM Port COM1 RS232,COM2 RS485 2W/4W,COM3 RS-485 2W
CAN Bus N/A
HDMI N/A

RTC Built-in (CR1225 3V lithium battery)

Input Power 24+20%VDC
Power Consumption 230 mA@24V
Power Isolation Built In

Power Voltage Resistance

500VAC (1 min)

Isolation Resistance

Exceed 50MW at 500VDC

Vibration Endurance

10 to 25Hz(X,Y,Z direction 2G 30 minutes)

Enclosure

Plastic

Dimensions WxHxD

130 x 115 x 27mm

Specification Weight (kg)

Approx. 0.18 kg

Mount

35mm Din rail mounting

Storage Temperature

-20° ~ 70°C (-4° ~ 158°F)

Environment Operating Temperature

-20° ~ 55°C (-4° ~ 131°F)

Relative Humidity

10% ~ 90% RH (non-condensing)

Certificate CE CE marked cULus Listed
Software EasyBuilder Pro V4.00.01 or later versions
V1.00



1.2 Dimensions
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a | USB HosPort e Power Connector
Ethernet2 Port f SDCard Slot
c | Ethernetl Port g | DIP Switch
Coml R232, Com2 R&85 2W/4W,
d Com3 R2852W h | Reset Button
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1.3 Connector pin designations

PIN¢ | Symbol COM1 R&32 COM2 R&85 COM3 R&85
2W AW

1 Data+ Data+

2 RxD Received Data

3 TxD Transmitted Data

4 Data Data

5 GND Ground

6 RX+ Data+ RX+

7 RX Data RX

8 TX+ TX+

9 T Tx

1.4 USB lost port and SDcard slot

USB 2.0 full speed host interface suppdréscode scannerand USB drive/Nhile using external
hard drive, use external power supply. Do not use USB port to charge external deuicmay se
SD card aan extensionof storage

1.5 Ethernet port

The unit has twd.0/100/1000M GigabitEthernet ports.
The LED indators on the Ethernet port indicate
OrangeLED: LANNk status

GreenLED: Activeommunicationstatus

1.6 DIP switch

Eachunit is equipped withareset button anda set ofDIP switcks Whenusingthe DIP switcksto
change modeghe corresponding functions will be triggered.

When SW1 is turned ON and power tinait again, the IP setting iss®redto default

Ethernet 1: DHCP

Swi1i SW2 Mode
Ethernet 2: 192.168.100.1 OFF oFf | Normal mode
H H ON OFF | Restore Ethernet IP settings
lO1N 2 OFF ON Boot loader mode
ON ON Restore factory default

Note: Reboot cMTSVRafter adjusting DIP switches to start the corresponding métleen restae

factorydefault, the project fileandhistorydata stored in the unit are all cleared.
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1.7 LEDndicator
LEDindicatorsshow the operation status of cM3VR

Power Orange Indicates power status.

CPUGreen Indicates CPU status.

Indicatescommunication statudt flashes during communication an

GCommunication(Blue o
may stay on Wwen communication is good

1.8 CR122%battery
ThecMT-SVR Series HMI require€R122%0in typelithium battery to keep the RTC running.
Battery type: CR1225 3V lithium battery

1.9 Powerconnection

Power: Theunit can be powered by DC power only, voltage rangg¢2R46 Volts DC, compatible

with most controller DC systems. The power conditioning circuitry inside the unit is accomplished
by a switching power supply. The peak starting curcam be as high &00mA

™M@
24VDC FG

Note: Connet positive DC line to the +| terminal and the D@round to thd -{ terminal.

1.10How to update cMTSVR OS image
Copy theMTfirmwarebin file to SD card, insert the SD card to eBMR and flip DIP Switch 2 to ON.
RestartctMT-SVR and wait about 2 minutes for the system to update OS image.
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1.11Requirements

1.

2.
3.
4

HMI model.cMT-SVR

EasyBuilder Pro software versiod00.01or later versions

Clientdevice:cMT-iV5,iPadSeries Android devices

iOSversion iOS 6.0 or later versions

Settings

11:11 AM

About

Not Charging W)

Airplane Mode

\ad Wi-Fi

E Bluetooth On

() oFF.

weintek-sv-ap

DoNotDisturb (| OFF

@ Notifications

ﬁ Sounds

Q Brightness & Wallpaper
Picture Frame
ﬁ Privacy

(> iCloud
Mail, Contacts, Calendars

== Notes

D Reminders

Q Messages

Name iPad 2 »
Songs 0
Videos 0
Photos 9
Applications 10
Capacity 13.8 GB
Available 13.1 GB
Version 6.1.3 (10B329)
Model MC769TA/A
Serial Number DLXGRH66DFHW

Wi-Fi Address

Bluetooth

Advertising

Diagnostics & Usage

70:DE:E2:9E:B1:85

70:DE:E2:9E:B1:86

cMT VieweApp: DownloaccMT Viewempplicationfrom App Storeor Google Play

Wireless router: The cMIVR connects with other deviddsough wires. © connectaniPad
or an Android devicwith cMT-SVR, use a wireless rout@he router is not necessary when

connecting cMAIV5.

One client devicean operate three logged in cM3VRs simultaneously.

One cMTSVR can connect withree client devicesimultaneously.
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Chapter 2System Setting
Connect cMISVR vi&thernetcable, and configure system settings using the following two ways.

Set ininternet browser
Open internet browser (IE, Chron, Firefoy, andenter cMFSVRPaddress for example
192.168.115/web_ihmi) to configure cMTSVR.

/ [ Welcome to cMT serieﬁ 1

€ - C [1192.168.1.15/web_ihmi/index.php

Please Login!

System 3
Update History
setting

System setting password

LOGIN &

INFORMATION

Date

2015/01/13

© @

Set on iPadr Android device

Install and opertMT ViewerApp on iPasr Android device

TapSearchcon, select the cMASVRand tap - iconto configure cMTSVR.
Note: The defauliP addressf Ethernet 1: DHCGRindEthernet 2: 192.168.100.1

V200



£410:08

Q Enter Server IP

paul-svr Dodonpachi

=
cMT-69A0 = cMT-0DAF
S -. e --

cMT-1BEE

T -.

cMT-Web_test
© 192.168.1.77

2.1 cMT-SVRSystemSetting
2.1.1 Information
The followingpart introduces cMTSVR system information.

LOGIN &

INFORMATION

Date
Bl 2015/01/13
\) Time e
@ 05:27:45 pm
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Description

DisplaydHMIname.

Displays RTC time.

Icon
!) Displays RTC date.

2.1.2 System Setting
The followingpart introduces cMTSVR system setting.

Please Login!

Systemn .
Update History
sefting

System setting password %

Login

There are two mdes, [Systemetting] and [Updat¢ [System Setting] controkl the settings while
[Updatd controls limited itemsFor safety, confirm password before configuring. Also, before
selecting [History], eter passwordHistory data can be downloadedwn passwords confirmed.
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Network
Setthe IP address of Ethernet 1 and Ethernet 2. The default IP address of Ethernet 1 is DHCP. The
default IP address of Ethernet 2 is 192.168.100.1.

= |u(E] g
J [ eMT series Server %! _
€« C |[1 192.168.1.15/web_ihmi/Setlpframe.php vy E
entity: | % cMT-4B20 @ 2015/01/13 @ 05:36:08 pm
sterngetting
@ Newwork Network
Date/Time
HMI Name Ethernet
. @ Ethemet]l (WAN/LAN) Ethernet2 (LAN)
History
MAC address : 00:0c:26:04:4b:20 MAC address : 00:0c:26:04:4b:e8
Email
Project Management
IP Address
System Password
@ Obtain IP address automatically Use static IP address below(Eth1)
Enhanced Security
EasyAccess 2.0
IP: 192 - 168 - 1 - 15
Mask: 285 . 255 . 286 . O o
Gateway: 192 . 168 . 1 . 254
DNs: 139 . 175 . 55 . 244
Date/Time
SetRTC time, or select [Sync with host.] to synchronize PC time witFSSNRT
= |u(E] g
J [ eMT series Server %! _
<« C |[1 192.168.1.15/web_ihmi/SetDateTime.php Yy =
entity: | % cMT-4B20 @ 2015/01/13 @ 05:36:52 pm
sterngetting ’7

Network Date/Time

(D Date/Time

Current date/ time: 2015/01/13 05:36:53 pm
HMI Name i

History
New date/ time:
Email 4+ <  January2015 > B

) Su Mo Tu We Th Fr Sa
Project Management
1 2 3

System Password 4 5 6 7 B 9 10

1m 12 7131 14 15 16 17

Enhanced Security

18 19 20 21 2 23
EasyAccess 2.0 % 26 27 28 220 30 31

pm 05 36 34

Sync with host.
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HMI Name

Enter acMT-SVRhameto identify the unit whentransferringdata. hissaveshe trouble of

rememberingthe IPaddress of each cM3VR.

= | 5 [
J [ eMT series Server %! _
<« C | [0 192.168.1.15/web_ihmi/SetHMIName.php Yy =
griglgs ctting ' @ CMT4B20 @ 2015/01/13
DELLCIK HMI Name
Date/Time
HMI Name Current HMI name: cMT-4B20
History
New HMI Name:  New HIMI name
Email
Project Management
System Password
Enhanced Security
EasyAccess 2.0
History
Clearand backuphistorydata n cMTSVR.
= | 5 [
J [ eMT series Server %! _
<« C |[1 192.168.1.15/web_ihmi/History.php fave =

identity: ' & CcMT4B20  E 20150113
System Setting e

DELLCIK History

Date/Time
Clear  Backup
HMI Name

| Clear Recipe (recipe.rcp, recipe_a.rcp)
History

En Clear Recipe Database

Project Management Clear Event Log

Clear Data Log

System Password

Enhanced Security

EasyAccess 2.0

05:37:45 pm ’7

V200
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Email
Set themailaddress and group of themail contact.

N o 50
J [ cMT series Server »x W
<« C |[1 192.168.1.15/web_ihmi/Email.php fave =

identity: ' @ cMT4B20 @ 201501/13  © 0539:01pm
x System Setting 2

Network Email

Date/Time

SMTP  Contacts  Update Email Contacts
HMI Name

. Mail feature is not enabled.
History

. Server: SMTP server Port:
&, Email

Project Management

Leg on using Secure Password Authentication (SPA)

System Password
4 ' Use the following type of encrypted connection

Enhanced Security Tis -

EasyAccess 2.0

User name: User name

Password: Password Confirm password: Confirm passw

Sender information

Name: Sender name Use HMI name

Project Managenent
RestartctMT-SVR projet and restore to initial state, or update and backup project file.

S (=] 5 [t

J [ eMT series Server L T

<« C |[1 192.168.1.15/web_ihmi/ProjectM.php fave =
identity: ' ¥ cMT-4B20 2015/01/12 ©  05:40:58 pm

x System Setting

Network Project Management

Date/Time

Restart Project  Update Project  Backup Project
HMI Name

Please click following button to restart Project.

History

Email Restart EB Project

R Project Management

System Password

Enhanced Security

EasyAccess 2.0
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System Password

Setthe password for login, and the password fansferringproject file and history file.
[FSSEeY =
4 [ eMT series Server ®

<« ¢ |[1 192.168.1.15/web_ihmi/PWDframe.php

oy

identi

ty: ' ® CMT4B20 @ 20150113 O 0542:09pm
x System Setting 2

Network System Password

Date/Time
HMI Name Please select identity to edit password.

History System Setting ~

Email

Current password: Current password
Project Management

New password:

ﬂ System Password

New password
Enhanced Security Confirm new password:

Confirm new password

EasyAccess 2.0

Save

Enhanced Security
Set the privilegand password of the account.
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